
 

Technical Specifications for the Millenia 1.5    Ton Split System
ITEM NO. MSZ-YC18VA 

Electric shock protecting NEMA 1 category 
Power supply    24/48 VDC / 100-240v-50/60Hz 
Cooling Capacity(W/BTU)                                                               5000 avg(1300-5200)W 15,700avg (4100-16328)BTU

Heating Capacity(W/BTU)                                                                  6100avg (110-8100) W 19,145avg (345-25,434) BTU  

Cooling input power(Watt Draw)                                                         1730 (270-1860)  1000w Avg Draw
Heating input power (Wattt Draw)                                            2020 (230-2880 @    140 F ) 1200 Average Draw

Cooling input current(A) 8.1 max
Heating input current(A) 9.5  max
Cycle air capacity(c ooling/heating)(m3/h) 610/640cfm 
Liquid charge(g)                                                                                              1500g / 3.31lb of  R 410A 

Indoor Noise (cooling) (db(A))                                                                                    31-43db 

Indoor Noise (heating)(db(A))                                                                                     30-42db 

Outdoor Noise (cooling/heating)(db(A)) 49/50db 
Indoor unit weight (kg/lb)                                                                                           10kg / 22lb 
Outdoor unit weight (kg/lb)                                                                                       36kg / 79lb 

Indoor unit Dimensions (inches)                                                                                 16" * 31" * 9" 

Outdoor unit Dimensions(inches)                                                                              22" * 32" * 11" 
DC Volt input  24 
DC Amp average (on 24Vdc) 33 

COP Average  Up to 5.5  

 

4 batteries 12V 100Ah   

 
 

Models only actual production design may change to meet demand

Run Time  - 3 Hours

Run Time  - 10 Hours

Battery Run / Back up time

4 Batteries 12v 390Ah


